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Item Style Description Unit Price Qty Total Price 

1 SEMISHARE Probe Station $15,500.00 1 $15,500.00

SC-6 探针台
  Weight Around 150kg With Microscope

•包含显微镜重量约150公斤左右 

  Dimensions: 860mmL*850mmW*700mmH

•尺寸: 860mm长*850mm宽*700mm高

  6" chuck with Central Vacuum Hole and Vacuum rings for Sample holding,Independent control of each Vacuum channel

•6" 卡盘，采用中心真空吸附孔和多圈真空吸附环固定样品，每个真空通道均独立控制

  The Standard Central Vacuum hole is 1mm diameter,Can be customized according to customer requirements.

•标准卡盘中心吸附孔为1mm直径，可以根据客户要求定制

  Chuck Flatness: 5µm，The Standard Chuck Can Rotate 360 Degrees Backlash Free with Angle locking  

•卡盘平整度：5µm,卡盘可以360度无间隙旋转，带有角度锁死装置

  Chuck rotation +-15° with 0.01° resolution

•卡盘旋转微调+-15°，调节精度0.01°

  Chuck X/Y axis is controlled by comfortable large handle. The stroke is 6X6 inches, with a locking knob. 

•卡盘X/Y轴采用舒适大手柄旋转控制，行程：6英寸X6英寸，每个轴均带锁定旋钮

  Chuck Stage is 1 micron Resolution Backlash Free moving with 1mm/thread
•卡盘X/Y轴为无间隙移动，移动精度1µm，每旋转一圈行进为1mm

 Chuck Quick roll out for wafer fast exchange

•Chuck 快速拉出机构，便于快速更换样品

 Chuck Surface Electrical Floating with Banana plug adapter 
•卡盘电学独立悬空，带香蕉头插口，可以作为背电极使用

  Microscope X-Y Travel 2" x 2" ，1 micron Resolution

•可调节显微镜在 X-Y 平面2" x 2" 范围内移动，精度1微米（系统不包含显微镜） 

  Microscope Quick Pneumatic Up and Down 50mm

•显微镜气动升降50mm，便于更换物镜(需要压缩空气)
  Platen Quick lift Up/Down 6mm by easy-gripped Lever Handle

•探针平台可以快速升降，行程 6mm

  Sealled Chamber for Shielding noise outside and Prevent frost 

•采用密闭腔结构，屏蔽外部电信干扰同时保持氮气正压环境下样品在低温时无结霜

  Optimized Chamber for less LN2 consumption 

•优化的腔体保温结构可以极大的减少液氮消耗量

  Chuck rotation +-15° with 0.01° resolution

•卡盘旋转微调+-15°，调节精度0.01°

Option   Microscope Tilting  Manual with Lever  30 degree $1,300.00 1 $1,300.00 

•显微镜倾仰30°，带自动锁定功能

2 Motic Microscope $12,000.00 1 $12,000.00

PSM-1000 长工作距离显微镜(可以加载激光)
  Hight Resolution and Long working distance of Motic

•Motic高解析度长工作距离显微镜

  Zoom 1X~2X

•变焦 1X~2X

  Eyepiece: 10X

•目镜: 10X

  150W High Power White Light Intensity Stepless Control

•150W 高功率白色照明灯源（亮度可以无级调节）

  Microscope X-Y Travel 2" x 2" 1 micron Resolution

•显微镜 X-Y 平面移动范围2" x 2" 精度1微米 

  Microscope focus block :Z Travel 50.8 mm,1um resolution

•显微镜调焦机构：Z 轴移动行程 50.8 mm，同轴旋钮调节，细调精度优于1微米

  1X C Mount Adapter

•CCD接口形式为1倍C Mount 

Motic   Objective: 5X(working distance: 34.0mm,NA:0.14) 1
ELWD •物镜: 5X(工作距离: 34.0mm,NA:0.14)

Motic   Objective: 10X(working distance: 33.5mm,NA:0.28) 1
ELWD •物镜: 10X(工作距离: 33.5mm,NA:0.28)

Motic   Objective: 20X(working distance: 20mm,NA:0.42) 1
ELWD •物镜: 20X(工作距离: 20mm,NA:0.42)

•显微镜光学放大倍数=目镜*物镜*变焦倍率

3 SEMISHARE HDMI interface , high definition (2 million pixels) CCD $600.00 1 $600.00

O200C HDMI接口高清（200万像素）CCD
1/2.5 inch SONY CCD
•1/2.5英寸 SONY CCD

Reolution 1920*1080

•分辨率达到1920*1080

Frame 60fps

•帧数60fps

With SD card interface, can store uncompressed BMP format pictures



•具备SD卡接口，可存储无压缩BMP格式图片；

 With HDM I Video cables 

• 带HDMI视频线缆

4 Monitor •21 inch liquid crystal display $280.00 1 $280.00
•21英寸液晶显示器

5 SEMISHARE Micropositioner $1,000.00 4 $4,000.00

SS-100 探针座
  Weight Around 1000 g

•重量:1000 克左右

  Dimensions: 115mmL*100mmW*112mmH

•尺寸:  115mm长*100mm宽*112mm高

  Magnet Base with Switch

•磁力吸附，带磁力开关

  Linear X-Y-Z Travel 12mm-12mm-12mm
•X-Y-Z 方向的移动行程分别为12mm

  Linear Motion

•线性移动

  Probing Inclination:0-30°

•可以调节点测角度：0-30°

  Swiss made screw 

•瑞士制造精密牙具

  0.7 Micron Resolution

•精度0.7 微米

6 SEMISHARE Triaxial Tip Holder Tubular $380.00 4 $1,520.00

T2T 三轴接口管状夹具
  Leakage 100FA With Condition of Shielding Box

•配合屏蔽箱漏电精度能达 100FA

7 ST-20-1.0 Probe Tip $42.00 1 $42.00
2um Tip diameter , 5PC/BOX
2微米针尖直径的探针，5PC/BOX

8 MEDO Vacuum Pump 7 Liter/min $300.00 1 $300.00

VP0125 静音无油真空泵 7 升/分钟  

9 Installation,System $3,000.00 1 $3,000.00
系统安装调试

On-site system installation of SEMISHARE Prob Station system by certified SS Service Engineer

INCLUDES:Travel to/from customer site (one trip for install and training)

Probe station assembly
Thermal system calibration

System training -hardware & prober control software

10 After Service
售后服务

semishare guarantee to keep all Probe Station testing system in good repair 

All the fees are on semishare during the first year except for man-made damage and the maintenance costs

are on semishare during the next two years except for man-made damage.

For details please consult the After Service Files semishare provide

Sub-total : $38,542.00 
20%discount : $30,833.60 

F&I : $1,500.00 
Total : $32,333.60 

Option
1 SEMISHARE Vibration Free Table $2,500.00 1 $2,500.00

VFT 防震桌(需要配台面和空压机)

  Dimension: 90cmL x 90cmW

•尺寸: 90cm长x 90cm宽

  Airbag Vibration absorber 

•气囊式防震机构

 4 Foot Cup and Castors

•带脚杯和脚轮

  Weight Around 300kg

•承重 300kg左右

2 Daeil Vibration Free Table Optical Top $900.00 1 $900.00
光学平板（铝制） 
  Weight Around 30kg

•重量:30 千克左右

  Dimension:1200mmL x 900mmW x10mmH

•尺寸:1200mm长*900mm宽*10mm厚度

3 SEMISHARE Air Compressor $800.00 1 $800.00

AC 空气压缩机，静音型
  Weight Around 24kg

•重量:24千克左右

  Dimensions: 41cmL*41cmW*55cmH

•尺寸: 41cm长*41cm宽*55cm高

  Noise Level:52dB

•噪声：52dB

Remark：use for Isolation Vibration table. this can be shipped by Air, suggest to buy locally at end user



4 SEMISHARE

Shielding Box( Determine the size of the door and installation
 space with the customer ) $1,500.00 1 $1,500.00

DB 屏蔽箱（和客户确定进门的大小和安装空间 ）
  Ground Terminal

• 带接地端子

  Open up with Air suspention 

• 向上开门结构，空气弹簧结构

  Dual adapters Mounting Plate 

• 左右两侧有转接头安装板，各8个孔位

  Rear port 

• 后部有隐蔽型线缆出口

5 SEMISHARE Temp. CHUCK

高低温卡盘

（开放式液氮制冷,客户需提供露点温度低于最低目标低温的干燥空气或者氮气，流量>480l/min））

  4 inch Wafer Chuck 

Ins HCT-4 •4inch 样品台面 $18,000.00 1 $18,000.00 
 Chuck Temperature Range：-100 to 200 °C

•负100°C ~ 200°C（卡盘在低温时是否结霜取决于干燥空气流量和露点) 

Temperature Resolution: Set: 0.1°C ，Indicate: 0.1°C 

•温度分辨率 ： 0.1°C 

 Temperature Stability ±1°C

•温度稳定性：±1°C 

 Controller method:Switching PID & DC

•控温方式 ： Switching PID & DC

 Sensor:Pt100 1/3DIN

•温控传感器 ： 100 Ω 铂电阻传感器 

 Super slim design for easy prober integration

•超薄设计和探针台实现一体化

 High Grounding performance

•良好的接地性能

 Coaxial design with BNC inteface 

•同轴设计，带BNC接口

LN2-P Liquid nitrogen cooling system. （系统包含自动液氮控制系统和35L液氮容器）

（制冷系统） Consists of an LN2-F7， 35 liter thermal flask， and an LN2-P6， 6-stage pump. 230V

Option   Temp software control $1,000.00 1 $1,000.00 
•远程计算机控温和通讯

Terms and Conditions(报价条款) 
   Price: US Dollar
   Shipment: CIP Airport
   Delivery: Within  2monthes     
   Terms: T/T 100% in advance 
   Validity:30 days

Prepared By
Windy Luo                                               

18902460302


